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Dispensing Units 


Passenger Oxygen Mask 
Dispensing Units 


The AVOX Systems Passenger Oxygen Mask Dispensing Units are designed to 
provide the presentation of oxygen masks and calibrated oxygen flow for pressurized 
commercial, military, business, and general aviation aircraft in the event of 
insufficient cabin pressurization. 


They are completely self-contained units consisting of the container, door, oxygen 
lanyard valve assembly, and a AVOX Systems TSO approved oxygen mask(s) 
meeting the customer requirements specified for the altitude, space limitations, 
and number of passengers. 


AVOX Systems Dispensing Units are pneumatically, electrically, or manually 
operated and are standard equipment on aircraft manufactured by Raytheon, 
Cessna, Boeing, Gulfstream, Piper, Falcon Jet, Bombardier, SAAB, Embraer, and 
other prominent aircraft manufacturers. 


Various other configurations are available or can be designed to meet your 
individual aircraft requirements. 


Description & Part Numbers (Con't) 


AVOX Systems Passenger Oxygen Assy P/N Outline Original Container Size Door Size | Unit | Oxygen Flow’ | Orifice | Deploys | Mask | Approx. 
ZODIAC ee | Mask Dispensing Un its Dwg P/N| ACFT/CUST WxLxD WxL Type LPM@PSIG_ | 365-06-| @PSIG Lgth Wt Lbs 


833-786-02 CITATION 3 4x5x1. 4x5 4.4-4.6 @70 
833-786-03 CITATION 3 4x5x 1.55 4x5 4.4-4.6 @70 
833-787-0 CITATION I&ll | 4.78 x 8.78 x 1.78 5.28 x 9.28 4.4-4.6 @70 - . MANUAL SHUTOFF 
833-788-0 CESSNA 4x5x1.71-1.08 | 4x5 4.4-4.6 @70 - . CURVED LID 
833-789-0 LEAR 30 4x7Xx1. 4x7 4.4-4.6 @70 
Outstanding Features 833-790-0 LEAR 30 4x5x1. 4x5 4.4-4.6 @70 
833-800-0 CESSNA 4.75 x 4.75 x 1.75 5.25 x 5.25 4.4-4.6 @70 7 - : MANUAL SHUTOFF 
e Compact, lightweight design 833-801-0 RJ EXEC. 4.75 x 4.75 x 1.78 4.75 x 4.75 3.7-3.9 @70 
si eatich desu anearneitie. cise ainaanuel dour Beant 833-804-0 HUNTING DH - 5.50 x 8.50 x 2.53 5.75 x 8.75 2.1-2.3 @70 - : LAVATORY 
p 1 1 p' g 
833-805-0 HUNTING DH- 4.37 x 5.00 x 2.00 4.37 x 5.00 2.1-2.3 @70 - ; GALLEY 
* TSO approved oxygen masks 833-806-0 DASH 8 5.50x8.50x2.53 | 5.75x8.75 3.5-3.7 @50 
e Flow indicator masks are standard 833-807-0 BOEING BB 5.50 x 8.50 x 2.53 5.75 x 8.75 3.5-3.7 @50 - - : NGN 
* Mask hose keeper (retainer) available 833-807-02 BOE NG BB 5.50 x 8.50 x 2.53 5.75 x 8.75 4.1-4.3 @30 E - : NGN 
; rae : . . 833-807-03 BOEING 5.50 x 8.50 x 2.53 5.75 x 8.75 4.4-4.6 @70 - - NGN 
¢ Some units can be individually opened, for inspection by trained personnel 833-807-04 BOEING 5.50 x8.50x2.53 5.75 x8.75 3,5-3.7 @50 : NGN 
833-807-05 BOEING 5.50 x 8.50 x 2.53 5.75 x 8.75 3.7-3.9 @40 - . NGN 
er 833-807-06 BOEING 5.50 x 8.50 x 2.53 5.75 x 8.75 3.7-3.9 @40 7 : : NGN 
eaceapaii & Part Numbers 833-809-0 4x11.2%2.22 4x11.12 4.4-4.6 @70 
Dwg P/N | ACFT/CUST WxLxD WxL Type LPM@PSIG_ | 365-06-| @PSIG Lgth | Wt Lbs 833-810-02 BOEING 3.87 x 5.50 x 2.53 4.15 x 5.75 4.1-4.3 @30 NTING N 
833-810-03 BOEING 3.87 x 5.50 x 2.53 4.12 x 5.75 4.4-4.6 @70 NTING N 
833-22A 833-510 CES 441/425 4x8x1.25 4x8 4.1-4.3 @30 40 ELEC. OPEN 833-810-04 BOEING 3.87 x 5.50 x 2.53 4.12x5.75 3.5-3.7 @50 NTING N 
833-65 833-512 3.5x5x 1.75 3.5x5 3.7-3.9 @70 30 833-811-0 BOEING 4.5.x 8x 2.53 4.75 x 8.25 4.1-4.3 @30 NTING N 
833-65-1 833-512 : 3.5x5x 1,75 3.5x5 3.7-3.9 @70 30 833-811-02 BOEING 4.5.x 8x 2.53 4.75 x 8.25 4.1-4.3 @30 NTING N 
833-170 833-520 E 4x4x 1.35 4x4 3.7-3.9 @70 40 833-81 1-03 BOEING 4.5.x 8x 2.53 4.75 x 8.25 4.4-4.6 @70 NTING N 
833-190 833-524 | C 4.78 x 8.78 x 1. 5.28 x 9.28 3.23.4 @70 40 833-811-04 BOEING 4.5.x 8x 2.53 4.75 x 8.25 3.5-3.7 @70 NTING N 
833-190-1 833-524 | C 4.78 x 8.78 x 1. 5.28 x 9.28 3.2-3.4 @70 68 833-811-05 BOEING 4.5x8x2.53 4.75 x 8.25 3.7-3.9 @70 NTING N 
833-190-2 833-524 | C 4.78 x 8.78 x 1. 4.78 x 8.78 3.7-3.9 @70 40 833-811-06 BOEING 45x8x2.53 4.75 x 8.25 3.7-3.9 @70 NTING N 
833-190-3 | 833-524 | C 4.78 x 8.78 x 1. 5.28 x 9.28 4.1-4.3 @30 68 833-820-02 BOEING 3.87 x 5.50 x 2.53 4.12 x 5.75 4.1-4.3 @30 OUNTING S$ 
833-190-4 | 833-524 | C 4.78 x 8.78 x 1. 5.28 x 9.28 4.1-4.3 @30 40 833-820-03 BOEING 3.87 x 5.50 x 2.53 4.12 x 5.75 4.4-4.6 @70 OUNTING SL 
833-190-5 | 833-524 | C 4.78 x 8.78 x 1. 5.28 x 9.28 4.1-4.3 @30 54 833-820-04 BOEING 3.87 x 5.50 x 2.53 4.12 x 5.75 3.5-3.7 @50 OUNTING SL 
833-190-6 | 833-524 | C 4.78 x 8.78 x 1. 5.28 x 9.28 2.6-2.8 @70 40 833-821-02 BOEING 4.5x8x 2.53 4.75 x 8.25 4.1-4.3 @30 OUNTING SLI 
833-195 833-525 | G 4.75 x 4.75 x1. 5.25 x 5.12 3.7-3.9 @70 40 833-821-03 BOEING 4.5.x 8x 2.53 4.75 x 8.25 4.4-4.6 @70 OUNTING S 
833-210 833-527 | C 4x7x 1.87 4x7 3.2-3.4 @70 40 833-821-04 BOEING 4.5.x 8x 2.53 4.75 x 8.25 3.5-3.7 @70 OUNTING S 
833-320 833-534 | SWEA\ 4x4x1.76 4x4 3.7-3.9 @70 40 833-822-02 BOEING 5.5 x 8.5.x 2.53 5.75 x 8.75 4.1-4.3 @30 OUNTING S$ 
833-325 833-536 | CH 4x8x 1,78 4.5 x 8.5 3.23.4 @70 40 833-822-03 BOEING 5.5x8.5x2.53 5.75 x 8.75 4.4-4.6 @70 OUNTING S 
833-325-1 | 833-536 | C 4x8x1.78 4x8 3.2-3.4 @70 40 833-822-04 BOEING 5.5 x 8.5.x 2.53 5.75 x 8.75 3.5-3.7 @50 OUNTING S$ 
833-340-1 | 833-540 | BE 4.37x5x1. 437x5 3.7-3.9 @70 40 833-830-0 CONTINENTAL | 4x 7x 1.87 4x7 4.1-4.26 @40 
833-355 833-542 4x8x1.78 45x85 4.1-4.3 @30 40 833-833-0 LEGACY 4x7x 1.87 4x7 4.4-4.6 @70 
833-355-1 | 833-542 4x8x 1.78 4x8 4.1-4.3 @30 40 833-833-02 LEGACY 4x7Xx 1.87 4x7 4.4-4.6 @70 
833-355-2 | 833-542 4x8x 1,78 4x8 3.7-3.9 @70 40 833-910-0 FALCON 2000 | 4x8x2.06 4x8 2.8-3.0 @70 
833-355-3 | 833-542 4x8x 1.78 45x85 4.1-4.3 @30 
933-355-4 | 933-542 Ax8x1.78 Ax8 4.1-4.3 @30 **CHEMICAL DEPLOYMENT CONTAINERS: 
833-355-5 | 833-542 GI 4x8x 1.78 4x8 2.6-2.8 @70 6.50 x 8.50 x 3.0 6.75 x 8.75 G HINGED DOOR W/GEN 
833-580-04 | 833-581 LEAR 45 4x7x 1.87 4x7 44-46 @70 6.50 x 8.50 x 3.0 6.75 x 8.75 2G HINGED DOOR W/GEN 
833-580-05 | 833-581 LEAR 45 4x7x1.87 4x7 4.4-4.6 @70 6.50 x 8.50 x 3.0 6.75 x 8.75 G GENERATOR NOT INCLUDE 
833-580-06 | 833-581 LEAR 45 4x7x 1.87 4x7 3.5-3.7 @70 4 6.50 x 8.50 x 3.0 6.75 x 8.75 2G GENERATOR NOT INCLUDE 
833-610 833-555 | GULFGIV, V 4x7Xx 1.87 4x7 1-4.3 @30 4 6.50 x 10.00 x 3.31 | 6.75x10.25 | 3G 
833-610-1 833-555 4x7x 1.87 4x7 1-4.3 @30 5 6.50 x 10.00 x 3.31 | 6.75x 10.25 G 
833-610-2 | 833-555 4x7x 1.87 4x7 1-4.3 @30 4 6.50 x 10.00 x 3.31 | 6.75x 10.25 | 3G EN. NO 
833-610-3 | 833-555 4x7x 1.87 4x7 .1-4.3 @30 4 6.50 x 10.00 x 3.31 } 6.75x 10.25 | 4G EN. NO 
833-610-4 | 833-555 4x7x 1.87 4x7 4.7-4.9 @70 4 6.50 x 8.50 x 3.0 6.75 x 8.75 G 
833-610-5 | 833-555 4x7Xx 1.87 4x7 4.7-4.9 @70 4 6.50 x 8.50 x 3.0 6.75 x 8.75 2G 
833-610-07 4x7Xx 1.87 4x7 3.7-3.9 @70 6.50 x 8.50 x 3.0 6.75 x 8.75 G INCLUD. 
833-610-08 4x7x 1.87 4x7 3.7-3.9 @70 4 6.50 x 8.50 x 3.0 6.75 x 8.75 2G INCLUD. 
833-626-1 CHALLENGER 4.78 x 8.78 x 1.78 5.28 x 9.28 3.7-3.9 @70 
GLOBAL EXP. 
CONTINENTAL + Calibrated oxygen flow in LPM (NTPD) at sea level conditions. 
833-626-02 4.78 x 8.78 x 1.78 5.28 x 9.28 4.1-4.3 @30 2 
833-626-03 : 4.78 x 8.78 x 1.78 5.28 x 9.28 3.2-3.3 @70 4 
833-648-01 4.78 x 8.78 x 1.78 4.78 x 4.78 4.4-4.6 @70 -12 
833-649-01 4.75 x 4.75 x 1.78 4.75 x 4.75 4.4-4.6 @70 “12 a ee ae eee ee ‘ Important 
otes: é 1S Matrix tor Information only. Engineerin: ‘ake precedence. 
lee era ee une zsrortamiecrm ieatonene de so The operating pressure and flow rates ofthe units are each designed fora specific 
833-765 833-574 4x7x 190 4x7 AVA3 @30 9 INLET PORT SIDE 4. —— Used with chemical generators Contact AVOX Systems for generator flow profile. upstream regulated pressure and aircraft oxygen system requirements. Proper mask 
5. Container depth dimension includes doors. hose and lanyard length should be determined prior to installation. If there is any 
833-766-1 | 833-575 | LEARJET 60 4.25 x 8.25 x 2.38 NO DOOR 4.4-4.6 @70 “12 6. All dimensions are in'inches, : yee : : 
833-766-2 833-575 LEARJET 60 4.25 x 8.25 x 2.38 NO DOOR 4.4-4.6 @70 a2 7. Unit types: All containers are made of aluminum unless noted otherwise. question as to the compatibility of these units with any oxygen system, please 
833-786-01 CITATION 3 4x5x155 4x5 44-46 @70 12 INCLUDES VENT PORT Fe ase AVIS 8 BR «Ge Cee ton contact AVOX Systems. 


1= 1 mask unit 2= 2 mask unit 3=3maskunit 4= 4 mask unit 
N/A= Not applicable 


